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412XX - Matte Solid Color 100% Acrylic Stain This heavily 
pigmented acrylic latex matte finish stain is ideal for use on 
new or previously stained exterior woods. The durable light 
fast pigments provide maximum fade resistance and color 
retention. This product is self-priming over most substrates 
where extractive bleeding is not a concern. 100% Acrylic 
Stain Matte Stain is extremely high-hiding and provides 
maximum stain durability while enhancing the natural grain 

Cleartone Base 95

Deep Base 93

Medium Base 92

Pastel Base 91

White 00
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418XX - Solid Color Acrylic Stain with Enduradeck® 
Technology Storm System Acrylic Stain w/ Enduradeck 
Technology is a low sheen finish designed for use on decks 
and other exposed flat areas as well as vertical siding, 
fences and railings that are subjected to the rigors of drastic 
weather and temperature conditions, abrasion, acid rain or 
snow. This high hiding stain provides maximum protection 
against water, ultraviolet rays and general atmospheric 

and texture of the wood. 100% Acrylic Stain Matte Stain is water repellent, 
mildew, fungus resistant and long lasting. Storm System 100%Acrylic Matte Stain 
can be used over previously painted sealed surfaces, hardboard siding or smooth 
planed cedar clapboards. This product contains wood preservatives which will 
help protect the film against mildew, fungus, and moisture on a properly prepared 
surface. Not for use on horizontal surfaces. NOT FOR USE ON DECKS.  
Recommended Use: Shingles, Trim, Shakes, Fences, Clapboards, Plywood, Decks.

contamination. This stain resists cracking, peeling and blistering and can be used 
on new wood, previously stained wood, properly pressure treated wood, and 
composite decking. This stain contains a unique rust inhibitor to retard nail and 
screw head rusting. Recommended Use: Sundecks, railings and posts, fences, 
benches, trellis, wood walkways, open porches, wood screening, patios, garden 
enclosures, outdoor furniture, siding and composite decking.



Interior and exterior architectural 
coatings for consumer and 
professional application.

Surface-specific specialty 
paint and coatings solutions. 

Exterior wood care products 
and stains for every condition.

SINCE 1883
®

Opacity Number Product Type Spread Rate Dry Time VOC Compliance

Matte Solid 412XX Acrylic Latex

Smooth surface  
300-400 sq ft/gal;  

Porous surface  
100-200 sq ft/gal

To touch 1 hours, 
to handle 4 hours  
to recoat: 4 hours

EPA AIM, CARB, 
LADCO, OTC I, 

OTC II,  
Canada AIM

Solid 418XX Acrylic Latex*

Smooth surface  
325-400 sq ft/gal;  

Porous surface  
200-250 sq ft/gal

To touch 1 hours, 
to handle 6 hours  
to recoat: 4 hours

EPA AIM, CARB, 
SCAQM, LADCO,  

OTC I, OTC II,  
Canada AIM

Category 4 - Solid Color Exterior Siding Stain

ICP Building Solutions Group offers a comprehensive range of building products along with class-leading cementitious and sports 
surfacing systems. Build on the foundation of innovations that improve®, ICP offers building solutions that set the standard in their 
markets and present unparalleled value to our customers.

150 Dascomb Rd., Andover, MA 01810
978.623.9980  • www.icpgroup.com
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