
Stopz Mold Resistant‡ Waterproofer 
Stopz® is a mold and mildew resistant‡ waterproofing paint designed to 
waterproof bare masonry and hold back up to 10 lbs psi of hydrostatic 
pressure. This product will work either above ground or below grade. 
Stopz is an acrylic  fast drying formula that works by penetrating the 
concrete and expanding deeply into the pores of the masonry to 
waterproof and reduce radon emissions. Stopz is easily applied with  
a brush and/or roller.

• Waterborne, low odor§ formula with antimicrobial  
that withstands 10 PSI

• Mildew resistant‡, Interior / exterior formula
• Ideal for above or below grade masonry walls, cinder & concrete 

blocks, concrete basement walls or foundations
• Penetrates masonry and expands deeply into pores
• Easy application, bright white finish

White 00

Available
Colors & Sizes

Qt

F584

•

Gal

•

5 Gal

fixallpaint.com



Interior and exterior architectural 
coatings for consumer and 
professional application.

Surface-specific specialty 
paint and coatings solutions. 

Exterior wood care products 
and stains for every condition.

At ICP Construction, a division of Innovative Chemical Products (the ICP Group), we manufacture and deliver original, best-in-class 
products that continually provide innovative technologies, quality, and unparalleled value to our customers in every market we serve.  
We strive for a common goal of professional and personal growth by listening, leading and delivering key solutions for long-lasting 
results — no matter what it takes.

150 Dascomb Rd., Andover, MA 01810
978.623.9980  • www.icp-construction.com

FIXALL IS A BRAND OF:

SINCE 1883
®

Finish Number Product Type Spread Rate Dry Time VOC Compliance

F584
100% Acrylic 

Latex
Smooth: 100-125 sq. ft./gal
Porous: 75-100 sq. ft./gal

To Touch:1-2 hours
To Handle: 6 hours
To Recoat: 3 hours

EPA, OTC, OTC II,

Spray application is 50% of above @ 70o-77o F, 50% R.H.

Stopz Mold Resistant Waterproofer

‡Contains an additive designed to inhibit growth of mold and mildew on the dried paint film only.

§This product meets odor testing standards in order to achieve Green Wise Certification by the Coating Research Group Inc. CRGI Test Method 78.
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