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341XX - Semi-Solid High Build Stain Storm System Category 
3 Hi-Build Finish contains an extremely hard-working Semi-
Solid Formula. These impressive finishes combine a beautiful 
semi-solid stained look with long-lasting durability. Reinforced 
for maximum durability, these finishes are perfect for log siding, 
wood screening, fencing and outdoor furniture. This product 
decorates and protects exterior wood siding from weather and 
temperature changes. This product can be used on new wood 
and previously stained wood with proper preparation. Apply 
one coat over previously stained surfaces but two coats will 
provide maximum protection on new or unfinished wood.  
FOR VERTICAL SURFACES ONLY. 

Recommended Use: Wood Siding, Shingles, Clapboard, Log 
Siding, Wood Screening, Fencing, Outdoor Furniture.

Dark Oak 47

Teak 46

Butternut 45

Natural 42

Cedar 41
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Interior and exterior architectural 
coatings for consumer and 
professional application.

Surface-specific specialty 
paint and coatings solutions. 

Exterior wood care products 
and stains for every condition.

SINCE 1883
®

Opacity Number Product Type Spread Rate Dry Time VOC Compliance

Semi-Solid 341XX 100% Acrylic

Smooth surface  
250-400 sq ft/gal;  

Porous surface  
175-250 sq ft/gal  

To touch 4 hours, 
to recoat: 8 hours

EPA AIM, CARB, 
SCAQM, LADCO,  

OTC I, OTC II,  
Canada AIM

Category 3 - Log and Siding High Build Wood Stain and Finish

ICP Building Solutions Group offers a comprehensive range of building products along with class-leading cementitious and sports 
surfacing systems. Build on the foundation of innovations that improve®, ICP offers building solutions that set the standard in their 
markets and present unparalleled value to our customers.

150 Dascomb Rd., Andover, MA 01810
978.623.9980  • www.icpgroup.com
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